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PBA ANTI-MICROBIAL COATING
AVAILABLE ON REQUEST

A M C

PBA  ANTI-MICROBIAL COATING

ED AND TESTED EFFICACY 
REDUCES MULTI-RESISTANT PATHOGENS BY 99.99%. 
(EFFECT OF ANTI-BACTERIAL ACTIVITY ON STAINLESS STEEL AND ALUMINUM SURFACES).

MULTI-RESISTANT PATHOGENS
DEVELOP  WITHOUT PBA AMC

PBA  AMC REDUCES PATHOGENS 
BY ABOUT 99.99%

TRI

TRIED AND TESTED EFFICACY
REDUCES MULTI-RESISTANT PATHOGENS BY 99.99%.
(EFFECT OF ANTI-BACTERIAL ACTIVITY ON STAINLESS STEEL SURFACES).

A M C
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PBA ANTI-MICROBIAL COATING
AVAILABLE ON REQUEST

THE PBA ANTI-MICROBIAL COATING (AMC) SURFACE FINISHING CONTAINS SPECIAL ADDITIVES THAT MAKE THE SURFACE PROTECTED FROM 

BACTERIA AND MICROORGANISMS.THE TESTS SHOW THAT ON UNTREATED SURFACES THE MICROBES AND BACTERIA CAN EASILY PROLIFERATE 

WHILE ON THE TREATED SURFACES THE BACTERIAL PROLIFERATION IS PRACTICALLY ZEROED.

PBA 
ANTI-MICROBIAL COATING

CARE AND MAINTENANCE
PBA ANTI-MICROBIAL COATING (AMC)  NEEDS THE SAME CARE OF STANDARD POWDER-COATED SURFACES. SEE PBA CATALOGUE 

TECHNICAL SECTION FOR MORE INFORMATION.

WHERE TO USE
WE RECOMMEND PBA ANTI-MICROBIAL COATING (AMC) FOR ALL THE HYGENE-SENSITIVE AREAS SUCH AS HOSPITALS AND RETIREMENT HOME 

AND GENERALLY FOR PUBLIC BUILDINGS AND HOTELS.

TEST AND EFFICACY
THE FOUNDATION FOR SUCCESSFULLY FIGHTING GERM GROWTH CONSISTS OF A THREE ACTION MECHANISMS: BLOCKAGE OF PRIMARY CELL 

METABOLISM, STOPPAGE OF CELLULAR RESPIRATION, PREVENTION OF CELL DIVISION.

SURFACES    WITH PBA ANTI-MICROBIAL COATING (AMC)    HAVE BEEN TESTED TO BE ACTIVE AGAINST GRAM-POSITIVE  (STAPHYLOCOCCUS 

AUREUS - MRSA, BACILLUS SUBTILIS, STREPTOCOCCUS DAECALIS, AND OTHERS) AND GRAM-NEGATIVE BACTERIA (ESCHERICHIA COLI - ESBL, 

LEGIONELLA PNEUMOPHILA, PSEUDOMONAS AERUGINOSA AND OTHERS).

AMC FINISH

STAINLESS STEEL POWDER COATED 

BLACK
RAL 9005

TRANSPARENT
SATIN

TRANSPARENT
BRIGHT

A M C

A M C
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Satin Bright
.44 .43

LRVLRV 7070

(LIGHT REFLECTANCE VALUE)  MEASURES THE PERCENTAGE OF LIGHT A PAINT COLOR REFLECTS.(LIGHT REFLECTANCE VALUE)  MEASURES THE PERCENTAGE OF LIGHT A PAINT COLOR REFLECTS.

5353

FINISH

THE DESIGN FOR ALL 4CS STAINLESS STEEL PROGRAM WAS DESIGNED FOR THE PROFESSIONAL CARE INDUSTRY. THANKS TO ITS FUNCTIONALITY, THE WIDE 

RANGE OF PRODUCTS, THE QUALITY OF THE BEST DEGREE OF STAINLESS STEEL (316L) AND THE TECHNICAL SOLUTION INTEGRATED IN THE PRODUCTS 

(FOR EASY INSTALLATION AND HIGH PERFORMANCE), THE STAINLESS STELL DESIGN FOR ALL RANGE IS THE OPTIMUM SOLUTION FOR DIFFERENT FIELDS: 

HEALTH CARE, HOSPITALS, PRIVATE CLINICS, OFFICES AND PUBLIC SPACES. THE ERGONOMIC DESIGN AND THE MODULAR STRUCTURE OF THE PROGRAM 

OFFER A HIGH LEVEL OF COMFORT AND EASE FOR ALL USERS.

DESIGN FOR ALL 4CS

CERTIFICATE

ADA
PRODUCTS IN THIS COLLECTION WERE DESIGNED TO COMPLY WITH THE ADA AND SIMILAR ACCESSIBILITY REQUIREMENTS, HOWEVER FINAL 

INTERPRETATION OF ACCESSIBILITY COMPLIANCE IS THE RESPONSIBILITY OF THE SPECIFIER AND SHOULD BE DETERMINED ACCORDING TO 

SPECIFIC PROJECT CONDITIONS AND LOCAL CODES.

.99 .99
Transparent 

Satin
Transparent

Bright

STAINLESS STEEL POWDER COATED 

.99
 Black

RAL 9005

A M C

 Cytotoxicity test to DIN EN ISO 10993-5

CYTOTOXICITY TEST

NOTE: ON THE SATIN FINISH, POSSIBLE DIFFERENCES IN THE BRUSHING ARE THE RESULT OF THE MANUFACTURING PROCESS AND MUST BE CONSIDERED 

ACCEPTABLE. MINIMAL WELDING DISCONTINUITIES MUST BE CONSIDERED ACCEPTABLE.

DESIGN FOR ALL 4CS
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PBA LINES - CONTRIBUTION MATRIX TO LEED V4

DESIGN FOR ALL 4CS
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Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

MAINTENANCE

ONLY CLEAN WITH NEUTRAL 
PH SOAP

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

DESIGN FOR ALL 4CS

MATERIALS

MATERIAL CERTIFICATION
THE AISI 316L STAINLESS STEEL  (1) USED BY PBA, MEETS THE REQUIREMENTS OF UNI EN 1670, THE ULTIMATE QUALITY STANDARD FOR ENSURING 

RESISTANCE TO CORROSION. PBA HAS BEEN AWARDED A CERTIFICATE FOR SUCCESSFULLY SALT SPRAY TESTING THE STAINLESS STEEL IN ACCORDANCE 

WITH UNI ISO 9227. 

(1) X2CrNiMo 17-12-2 as per EN 10088-3
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STRUCTURAL ELEMENTS SAFETY BARS & EQUIPMENT

144

STRAIGHT SUPPORT
SUPPORT IN AISI 316L STAINLESS STEEL.

STRUCTURAL ELEMENTS SAFETY BARS & EQUIPMENT

RAIL 
RAIL IN AISI 316L STAINLESS STEEL,  
Ø 32 MM, 15/10 THICKNESS.

ROSE
FLANGE IN STEEL     WITH POLYAMIDE 6 COVERING. 
SCREW-PLATE COVER IN AISI 316L STAINLESS STEEL.

BEND 90° 
BEND IN AISI 316L STAINLESS STEEL, Ø 32 MM, 
15/10 THICKNESS, WITH THREADED INSERTS INSIDE.
CONNECTION BETWEEN RAIL AND FIXING FLANGE.

DESIGN FOR ALL 4CS

POLYAMIDE 6

STAINLESS 
STEEL
RAIL

STAINLESS 
STEEL

CONNECTION
PLUG

POLYAMIDE 6

STAINLESS 
STEEL
TUBE

STAINLESS 
STEEL

Ø 32
Ø 1 17/64”

Ø 29
Ø 1 9/64”

ADA  
Circular cross section
1 1/4”  <  Ø  <   2 ”
(32 mm)            (51 mm)

BEND 90° 
BEND IN AISI 316L STAINLESS STEEL, Ø 32 MM, 15/10 
THICKNESS. CONNECTION BETWEEN RAIL TO RAIL. Ø 
32R. 1 11/16”R. 433 35/64”903 35/64”901 17/64”

R. 43
R. 1 11/16”

58
,5

2 
19

/6
4” 1 

17
/6

4”

90
3 35/64”

Ø
 3

2

1 
17

/6
4”

90
3 

35
/6

4”

90
3 35/64”

R. 43
R. 1 11/16”

Ø
 3

2

80
3 

5/
32

”

14
35/64”

1
3/64”

70
2 3/4”

80
3 

5/
32

”

38
1 1/2”

ADA  
Spacing of grab bars 
MINIMUM 1 1/2” (38 mm)

STRAIGHT GRAB BARS MADE OF FULL LENGTH BENT TUBE FOR HIGH STRENGTH PERFORMANCE

OTHER GRAB BAR STYLES WITH CONNECTION PLUGS TO CREATE DIFFERENT CONFIGURATIONS

DESIGN FOR ALL 4CS

STAINLESS STEEL AND 
OTHERS  MATERIALS  ARE 
COMPLETELY SEPARABLE 
FOR RECYCLE.





page 30

page 33

page 34

page 42

page 43

90° GRAB BARS

HORIZONTAL GRAB BARS

TWO-WALL GRAB BARS

GRAB BARS SHOWER 
SEATS

SWING UP GRAB BARS

page 39

page 37

FOLDING SHOWER SEAT

FOLDING SHOWER SEAT



WASHROOM
ACCESSORIES

SHOWER 
ACCESSORIES

page 54

ADJUSTABLE MIRROR WITH 
FRAME AND CONTROL ROD

FIXED MIRROR

page 57

PAPER TOWEL DISPENSER

TOWEL HOLDER

page 56

page 58

STAINLESS STEEL PAPER 
BIN

page 46

SHOWER CURTAIN RAILS

page 52

VERTICAL SHOWER HEAD 
HOLDER RAIL

page 59

OTHER ACCESSORIES
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“T” SHAPED GRAB BAR
Rail 1/16” (1,5 mm) thick, in type 316L stainless steel tubing with 1-17/64” (32 mm) outer diameter. Stainless steel bends 
connected with 3-3/16” (Ø 80 mm) flanges.
Cover in type 316L stainless steel. Mounting flanges with steel core 1/8” (3 mm) thickness, stainless steel covers and fully 
recyclable polyamide-6 wall protection. Each cover snaps over mounting flange to conceal mounting screws.
Clearance between the grab bar and wall is 1-1/2” (38 mm).
For installation see page 82. For maintenance see page 23.

MOUNTING KITS not included.
Optional mounting kit for concrete, natural stone, solid brick and hollow brick: KIT 4CN.0VM.0004.00.
Optional mounting kit for sheetrock wall and wooden plate: KIT 4CN.0VM.0010.00.
Optional mounting kit for toilet partition: KIT 4CN.0VM.0040.00.
One Mounting kit is required for each flange - see page 82.

SAFETY WARNING
Grab bars must be firmly secured to the anchors and the walls in order for them to support the weight they are designed 
for. Grab bars alone are not stronger than anchors and walls. In case the grab bar is not securely anchored to the wall, the 
building owner or maintenance personnel must remove it from service to avoid any accident or injury.

	. 1 RIGHT 	. 2 LEFT

A

A1
(MIN 27”- MAX 29”)

ITEM	 A 	 B

4CS.433.001U . xx . x	 42”	 24”
4CS.433.002U . xx . x	 42”	 36”

RIGHT

2 3/4”

4 1/2”

B

DESIGN FOR ALL 4CS

1 1/2”

Concealed mounting
flange in stainless steel

Dimensions: center to center

ADA

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

This product contributes to LEED® credits

See Technical Data Sheet for load capacity
STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value
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HORIZONTAL GRAB BAR
Full length bent rail 5/64” (2 mm) thick, in type 316L stainless steel tubing with 1-17/64” (32 mm) outer diameter connected 
with 3-3/16” (Ø 80 mm) flanges.
Cover in type 316L stainless steel. Mounting flanges with steel core 1/8” (3 mm) thickness, stainless steel covers and fully 
recyclable polyamide-6 wall protection. Each cover snaps over mounting flange to conceal mounting screws.
Clearance between the grab bar and wall is 1-1/2” (38 mm).
For installation see page 82. For maintenance see page 23.

MOUNTING KITS not included.
Optional mounting kit for concrete, natural stone, solid brick and hollow brick: KIT 4CN.0VM.0004.00.
Optional mounting kit for sheetrock wall and wooden plate: KIT 4CN.0VM.0010.00.
Optional mounting kit for toilet partition: KIT 4CN.0VM.0040.00.
One Mounting kit is required for each flange - see page 82.

SAFETY WARNING
Grab bars must be firmly secured to the anchors and the walls in order for them to support the weight they are designed 
for. Grab bars alone are not stronger than anchors and walls. In case the grab bar is not securely anchored to the wall, the 
building owner or maintenance personnel must remove it from service to avoid any accident or injury.

ITEM	 A 	
4CS.440.001U . xx	 12”
4CS.440.002U . xx	 16”	
4CS.440.003U . xx	 18”	
4CS.440.004U . xx	 24”	
4CS.440.005U . xx	 30”	
4CS.440.006U . xx	 32” 	
4CS.440.007U . xx 	 36” 
4CS.440.008U . xx 	 42” 
4CS.440.009U . xx 	 48”

A

2 3/4”1 1/2”

Dimensions: center to center

Concealed mounting
flange in stainless steel

DESIGN FOR ALL 4CS

ADA

See Technical Data Sheet for load capacity
STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

A M C
.99 .99
STAINLESS STEEL POWDER COATED

This product contributes to LEED® credits
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See Technical Data Sheet for load capacity

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

HORIZONTAL GRAB BAR 90° CORNERS
1-3/16” (30 mm) square profile type 316L stainless steel tube with 1/16” (1,5 mm) thickness welded with 90° corners to 
1-3/16” (30 mm) square profile type 316L stainless steel tube with 1/16” (1,5 mm) thickness. Square flanges welded from 
1/8” (3 mm) thickness and 1/4” (6 mm) type 316L stainless steel sheet are mounted to wall with provided fixing system. 
Stainless steel grub screws are provided to fasten the grab bar to the flanges. Clearance between the grab bar and wall is 
1-1/2” (38 mm).
For installation see pages 85-86. For maintenance see page 23.

FIXING KITS
Standard fixing kit for concrete wall, drywall or toilet partition is included. In case of installation on toilet partition system the 
single side installation is doable if the material used for the partition panel is plywood (beech or birch) or HPL with a minumum 
thickness of 1”. Fixing kit part number is GBA.FIX.0001.00. If the material used for the partition panel is particleboard, back 
to back fixing (between two grab bars) or with a backplate is recommended (please contact pba’s Technical Department).

SAFETY WARNING
Grab bars must be firmly secured to the anchors and the walls in order for them to support the weight they are designed 
for. Grab bars alone are not stronger than anchors and walls. In case the grab bar is not securely anchored to the wall, the 
building owner or maintenance personnel must remove it from service to avoid any accident or injury.

Dimensions: center to center

ADA

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

ITEM	 A 	
GBA.440.Q01U. xx	 12”
GBA.440.Q02U. xx	 16”
GBA.440.Q03U. xx	 18”
GBA.440.Q04U. xx	 24”
GBA.440.Q05U. xx	 30”
GBA.440.Q06U. xx	 32”
GBA.440.Q07U. xx	 36”
GBA.440.Q08U. xx	 42”
GBA.440.Q09U. xx	 48”

1 1/2” 2 11/16”

A

A M C

STAINLESS STEEL AISI 316L STAINLESS STEEL POWDER COATED
.XX  FINISH

.44   SATIN

.44 .99 .99

    53 LRV light reflectance value

.31 .38 .39 .32 .40
STAINLESS STEEL POWDER COATED

DESIGN FOR ALL GBA

This product contributes to LEED® credits
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ITEM 	 A

4CS.445.001U . xx	 29”
4CS.445.002U . xx	 32”
4CS.445.003U . xx	 34”

A

SWING UP GRAB BAR
Rail 3/64” (1,2 mm) thick in type-316 stainless steel tubing with 1-17/64” (32 mm) outer diameter.
Backplate in type-316 stainless steel 13/64 (5 mm) thick with fully recyclable polyamide-6 wall protection. 4 screw holes for 
attachment to wall.
Spring Load Rotation system with adjustable friction in fully recyclable polyamide-6 and diecast aluminum inner core. 
For installation see page 83. For maintenance see page 23.

MOUNTING KITS not included.
Optional mounting kit for concrete, natural stone, solid brick and hollow brick: KIT 4CN.0VM.001A.00.
Optional mounting kit for sheetrock wall and wooden plate: KIT 4CN.0VM.009A.00.

SAFETY WARNING
Grab bars must be firmly secured to the anchors and the walls in order for them to support the weight they are designed 
for. Grab bars alone are not stronger than anchors and walls. In case the grab bar is not securely anchored to the wall, the 
building owner or maintenance personnel must remove it from service to avoid any accident or injury.

7 7/8” 5 5/32”

4 59/64”

DESIGN FOR ALL 4CS

ADA

See Technical Data Sheet for load capacity
STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

.99 .99 .99
A M C

STAINLESS STEEL POWDER COATED

Dimensions: center to center

This product contributes to LEED® credits
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HPL SEAT PANEL FOR 316L STAINLESS STEEL 4CS SEAT

STANDARD COLORS

AVAILABLE COLORS (minimum quantity requested)

White Megeve Black

Ash Gray Pearl Gray

Paloma Gray Dove Gra

Anise Flower

Lemon Zest

Sambra Yellow

Velvet Blue

Emerald

Cocco Zest Blue Mist Egg Shell Orgeat White Menuires

Broom

Fatal Red

Thistle

Mousse

Vinyl

Red Cherry

Indigo Zest

Celadon

Florida

Indian Pink

Oslo Blue

Big Blue

Nasturtium

Pink Bougainvillea

Flash Blue

Turquoise

Red Amaranth

Cyclamen

Caribbean Blue

Batik Blue

Green Apple Cactus Bali Green Imperial Green Caviar

Mink Gray

Nutmeg

Teal Green Storm Gray

Moon Stone

Natural Beige

DESIGN FOR ALL 4CS
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CORNER SHOWER CURTAIN RAIL
Rail 1/16” (1,5 mm) thick, in type 316L stainless steel tubing with 1-17/64” (32 mm) outer diameter. Stainless steel bends 
connected with tubes. 
Cover in type 316L stainless steel. Mounting flanges with steel core 1/8” (3 mm) thickness, stainless steel covers and fully 
recyclable polyamide-6 wall protection. Each cover snaps over mounting flange to conceal mounting screws.
Fully recyclable polyamide-6 curtain rings included.
For installation see page 82. For maintenance see page 23.

MOUNTING KITS not included.
Optional mounting kit for concrete, natural stone, solid brick and hollow brick: KIT 4CN.0VM.0004.00.
Optional mounting kit for sheetrock wall and wooden plate: KIT 4CN.0VM.0010.00.
One Mounting kit is required for each flange - see page 82.

A

B

ITEM	 A	 B	      

4CS.436.001U . xx	 32”	 32”	 16

Dimensions: center to center

Concealed mounting
flange in stainless steel

4CS.0AN.0003.17
Shower curtain ring

page 79

SPARE PART

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits
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THREE SIDES SHOWER CURTAIN RAIL WITH CEILING SUPPORT
Rail 1/16” (1,5 mm) thick, in type 316L stainless steel tubing with 1-17/64” (32 mm) outer diameter. Stainless steel bends 
connected with tubes. 
Cover in type 316L stainless steel. Mounting flanges with steel core 1/8” (3 mm) thickness, stainless steel covers and fully 
recyclable polyamide-6 wall protection. Each cover snaps over mounting flange to conceal mounting screws.
Fully recyclable polyamide-6 curtain rings included.
For installation see page 82. For maintenance see page 23.

MOUNTING KITS not included.
Optional mounting kit for concrete, natural stone, solid brick and hollow brick: KIT 4CN.0VM.0004.00.
Optional mounting kit for sheetrock wall and wooden plate: KIT 4CN.0VM.0010.00.
One Mounting kit is required for each flange - see page 82.

A

B

C

ITEM	 A	 B	 C		

4CS.437.001U . xx	 32”	 32”	 17”	 24

Dimensions: center to center

Concealed mounting
flange in stainless steel

4CS.0AN.0003.17
Shower curtain ring

page 79

SPARE PART

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits
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A

VERTICAL SHOWER HEAD HOLDER RAIL
Rail 1/16” (1,5 mm) thick, in type 316L stainless steel tubing with 1-17/16” (32 mm) outer diameter. Stainless steel bends 
connected with 3-3/16” (Ø 80 mm) flanges. 
Cover in type 316L stainless steel. Mounting flanges with steel core 1/8” (3 mm) thickness, stainless steel covers and fully 
recyclable polyamide-6 wall protection. Each cover snaps over mounting flange to conceal mounting screws.
Adjustable fully recyclable polyamide-6 shower head holder included.
For installation see page 82. For maintenance see page 23.

MOUNTING KITS not included.
Optional mounting kit for concrete, natural stone, solid brick and hollow brick: KIT 4CN.0VM.0004.00.
Optional mounting kit for sheetrock wall and wooden plate: KIT 4CN.0VM.0010.00.
One Mounting kit is required for each flange - see page 82.

3 57/64”

ITEM	 A 

4CS.487.001U . xx	 18”
4CS.487.002U . xx	 24”
4CS.487.003U . xx	 30”
4CS.487.004U . xx	 36”
4CS.487.005U . xx	 42”

Concealed mounting
flange in stainless steel

Dimensions: center to center

4CS.487.00RD . xx

Shower head hoder

page 79

SPARE PART

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits
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ITEM	 α
4CS.470.000D . xx	 10°

ADJUSTABLE MIRROR WITH STAINLESS STEEL FRAME AND CONTROL ROD
Adjustable crystal glass 15/64” (6 mm) thickness mirror pane with stainless steel frame and control rod.
Mounting plate in fully recyclable polyamide-6 with diecast zamak 15 and adjustable friction.
4 screws holes for attachment to wall.
Mounting kit for solid brick / concrete included.

5 5/16”

20 5/64”

23 55/64”

28 27/64”

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits
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FIXED MIRROR WITH STAINLESS STEEL HOLDERS
Crystal glass 15/64” (6 mm) thickness mirror pane attached to wall with 4 fully recyclable polyamide-6 wall supports included. 
Stainless steel caps to conceal fixing screws.
Mounting kit for solid brick / concrete included.

ITEM	 A	 B

4CS.490.000R . xx	 23 5/8”	 21 21/32”
4CS.490.00QR . xx	 23 5/8”	 27 9/16”
4CS.490.00AR . xx	 23 5/8”	 39 3/8”

11/16”

B

A

4CS.490.0WHR. xx

Kit mirror-holder supports

page 79

SPARE PART

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits
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ITEM	

4CS.498.0000.44

STAINLESS STEEL PAPER TOWEL DISPENSER
Stainless steel wall over mounted towel dispenser compatible with “Z” folded towels.Window on front to check towels level.
Opening / closing operation secured by key
Mounting kit for solid brick / concrete included.

10 7/16” 4 3/4”

12 19/32”

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.44

    53 LRV light reflectance value

This product contributes to LEED® credits
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ITEM

4CS.483.0IBN . xx

STAINLESS STEEL SHELF WITH POLYAMIDE-6 TUMBLER
Shelf made in stainless steel bent tube Ø5/8” (16 mm) outer diameter with stainless steel plate.
Fully recyclable polyamide-6 tumbler.
Mounting kit for solid brick / concrete included.

3 5/32”

6 19/64”

4 15/16”

5 7/64”

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits
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ITEM

4CN.457.0000.17

HYGIENE BAG DISPENSER
Fully recyclable polyamide-6 cover connected to black abs mounting plate.
Mounting kit for solid brick / concrete included.

DESIGN FOR ALL 4CS

1 7/64”

2 19/64”

5 45/64”

4 9/64”

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

FINISH .17
POLYAMIDE 6

This product contributes to LEED® credits
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ITEM

4CS.481.0000 . xx

STAINLESS STEEL PAPER ROLL HOLDER
Stainless steel bent tube and wall support Ø5/8” (16 mm) outer diameter. Stainless steel wall support and fully recyclable 
polyamide-6 end cap.
Mounting kit for solid brick / concrete included.

2 23/64”

6 37/64”

2 33/64”

4 5/16”

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits
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ITEM

4CS.481.00RL . xx

STAINLESS STEEL PAPER ROLL HOLDER
Stainless steel tube and wall support Ø5/8” (16 mm) outer diameter. Stainless steel wall support.
Mounting kit for solid brick / concrete included.

2 1/8”

2 33/64”

10 3/64”

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits



65

ITEM

4CS.481.000R . xx

STAINLESS STEEL PAPER ROLL HOLDER
1-17/64” (32 mm) outer diameter stainless steel tube connected with 2-23/64” (Ø 60 mm) flange.
Cover in type 316L stainless steel which snaps over mounting flange to conceal mounting screws.
Mounting kit for solid brick / concrete included.

1 1/4”

5 1/8”

3 5/32”

Concealed mounting
flange in stainless steel

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits



66

ITEM

4CS.486.000H . xx

STAINLESS STEEL TOILET BRUSH SET
Tumbler 3-5/32” (Ø80 mm) and brush handle Ø5/8” (16 mm) in stainless steel. Mounting plate in fully recyclable polyamide-6.
Mounting kit for solid brick / concrete included.

7 1/4”

3 5/32”

19 53/64”

5/8”

page 80

4CS.486.00HR.44
Spare toilet brush

page 80

4CS.486.000B.00
Spare toilet brush head

SPARE PART SPARE PART

DESIGN FOR ALL 4CS

The manufacturer reserves the right to alter, improve and discontinue any features of the product [make changes and improvements in designs and dimensions] without notice

STAINLESS STEEL AISI 316L
.XX  FINISH

.44   SATIN

.43   BRIGHT

.44

    53 70 

.43

LRV light reflectance value

This product contributes to LEED® credits
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