pbo MATERIALS AND FINISHING

HPL SEAT PANEL FOR 316L STAINLESS STEEL 4CS SEAT

HPL is a high-pressure decorative laminate, in other words a panel consisting of layers of cellulose
fibres that are impregnated with thermosetting resins and subjected to a high pressure process
consisting in the simultaneous application of heat and pressure. This causes at the same time the
fluidization and polycondensation of the resins, resulting in a homogeneous, non-porous material with
the required surface finish. HPL is supplied as panels, available in different sizes, thicknesses and
surface finishes.

STANDARD COLORS

White Megeve Black

AVAILABLE COLORS (minimum quantity requested)

Anise Flower Green Apple Cactus Bali Green Imperial Green Teal Green
Lemon Zest Broom Vinyl Florida Nasturtium Red Amaranth

Sambra Yellow Fatal Red Red Cherry Indian Pink Pink Bougainvillea Cyclamen



MATERIALS AND FINISHING

AVAILABLE COLORS (minimum quantity requested)

Emerald Mousse Celadon Big Blue Turquoise Batik Blue

Velvet Blue Thistle Indigo Zest Oslo Blue Flash Blue Caribbean Blue

Pearl Gray Paloma Gray Dove Gray Cocco Zest Blue Mist

Storm Gray Mink Gray Moon Stone Nutmeg Natural Beige

Egg Shell Orgeat White Menuires



