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PBA IS THE PREMIER BRAND OF AISI 316L STAINLESS STEEL, 

THE HARDEST, MOST RESISTANT AND ELASTIC STEEL, OF THE 

ALUMINUM ALLOY EN-AW 6060 AND OF THE POLYAMIDE 6, THE 

MOST NOBLE OF THERMOPLASTIC RESINS. PBA HAS TWO CORE 

BUSINESS: THE ARCHITECTURAL HARDWARE, WITH A WIDE OFFER 

OF DOOR AND WINDOW LEVERS, KNOBS, PULLS, LOCKING AND 

NON-LOCKING LADDER PULLS, LOCKS, LOCKSET FOR GLASS AND 

ACCESSORIES AND THE DESIGN FOR ALL, A COMPLETE RANGE 

OF SANITARY ACCESSORIES AND ACCESSIBILITY PRODUCTS 

FOR BATHROOM. OUR PRODUCTS ARE DESIGNED TO PROMOTE 

INCLUSION AND A LIFE WITHOUT BARRIERS: WE BELIEVE THAT 

UNIVERSAL DESIGN IS THE DESIGN THAT ACCOMMODATES PEOPLE 

WITH DISABILITIES BUT IS JUST AS APPEALING TO PEOPLE 

WITHOUT THEM. WE ARE CONSCIOUS THAT BRINGING A NEW FORM 

INTO THE WORLD CAN AFFECT THE LIFE OF EVERYONE AND 

THAT THE OBJECTS REFLECT A SPACE, EMBODY ITS ATTITUDE, 

ILLUSIONS AND POSSIBILITIES. OUR PRODUCTS ARE USED IN 

THE MOST IMPORTANT PROJECTS WORLDWIDE; THE “PRODUCTION 

FLEXIBILITY” AND QUALITY ALLOW PBA TO BE THE PARTNER 

FOR THE FIRST CLASS OFFICE, RETAIL, PUBLIC SPACES, 

HOSPITALITY, RESIDENTIAL AND HEALTHCARE PROJECTS.

PBA HAS BEEN AWARDED AND NOMINATED FOR MANY PRODUCTS BY 

DIFFERENT ORGANIZATIONS. PBA RECEIVED THE RED DOT AWARD 

FOR IT SERIES AND FOR ELICA LEVER, A COMPASSO D’ORO AWARD

NOMINATION FOR ELICA LEVER AND K-LOCK PULL SERIES, AN 

ADI CERAMICS & BATHROOM DESIGN AWARD SPECIAL MENTION 

FOR CAP SERIES AND THE EVERYONE MILLWORK PULLS HAVE 

BEEN FINALIST AT IDEA – INTERNATIONAL DESIGN EXCELLENCE

AWARDS. ALL OUR PRODUCTS ARE “MADE IN ITALY” BECAUSE

WE BELIEVE IN THE IMPORTANCE TO CONTROL AND MANAGE ALL 

THE PRODUCTION CYCLE AND THE SUPPLY CHAIN; AT PBA WE WANT 

ENHANCE AND DEVELOP THE EXCELLENCE AND CAPABILITIES OF

OUR HUMAN CAPITAL. PBA IS PRESENT IN MORE THAN 60 

COUNTRIES AND HAS BRANCH IN THE USA. pba USA, Incpba USA, Inc

pba S.p.A.
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THE SINGLE-MOTION UNLATCHING DOOR PULL IS LIFE-SAFETY HARDWARE 

THAT SECURES GLASS, WOOD, AND METAL SWING DOORS WITH ULTRA-EASY 

INSTALLATION AND SIMPLE, INTUITIVE USE. IDEAL FOR MOST ANY TYPE 

OF SECURITY DOOR THAT DOES NOT REQUIRE PANIC HARDWARE, A GENTLE 

PUSH ON THE EXIT SIDE GRIP IS ALL THAT IS REQUIRED TO RELEASE THE 

LATCH AND OPEN THE DOOR. OPERABLE WITH A KEY OR ELECTRONIC CARD 

READER ON THE ENTRY SIDE, THE PULL REQUIRES NO ELECTRONIC SENSOR 

OR RELEASE BUTTON ON THE EGRESS SIDE. PERFECT FOR COMMERCIAL 

INTERIORS ACROSS EVERY SECTOR, THIS REVOLUTIONARY NEW PRODUCT 

THAT IS AVAILABLE IN A WIDE RANGE OF FINISHES.
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SINGLE-MOTION UNLATCHING DOOR PULL

PUSH COUPLER MADE IN ECONYL REGENERATED NYLON

PBA IS THE PREMIER BRAND OF AISI 316L STAINLESS STEEL, THE HARDEST, 
MOST RESISTANT AND ELASTIC STEEL. THE STAINLESS STEEL AISI 316L IS 
AN AUSTENITIC ALLOY. IT IS DISTINGUISHED FROM OTHERS INOXIDIZABLE 
STEELS BY THE HIGH PERCENTAGE OF MOLYBDENUM WHICH GIVES IT A 
SPECIAL RESISTANCE TO PITTING CORROSION AND STRESS CORROSION. IN 
THIS KIND OF STAINLESS STEEL THE NICKEL’S PRESENCE IS INCREASED 
IN ORDER TO GUARANTEE STABILITY. FURTHER, THE “L” STANDS FOR “LOW 
CARBON”, AND, IN FACT, THE QUANTITY IS LESS THAN OR EQUAL TO 0,03%.

THE FUTURE IS CIRCULAR: FROM WASTE, ECONYL® NYLON IS INFINITELY 
RECYCLABLE. THE PUSH COUPLER OF THE SINGLE-MOTION UNLATCHING 
DOOR PULL IS MADE FROM ECONYL®, 100% REGENERATED NYLON FROM 
WASTE SUCH AS FISHING NETS, OLD CARPETS DESTINED FOR LANDFILLS, 
PLASTIC COMPONENTS AND FABRIC SCRAPS FROM MILLS. AS WELL AS BEING 
A SOLUTION ON WASTE, ECONYL® REGENERATED NYLON IS ALSO A BETTER 
CHOICE WHEN IT COMES TO CLIMATE CHANGE. IT REDUCES THE GLOBAL 
WARMING IMPACT OF NYLON BY UP TO 90% COMPARED WITH THE MATERIAL FROM 
OIL. SINGLE-MOTION UNLATCHING DOOR PULL REPRESENTS A COMMITMENT 
TO SUSTAINABILITY AND TRULY RESPONSIBLE PRACTICES. WE CHOSE TO 
USE ECONYL® REGENERATED NYLON AS WE SUPPORT THE MISSION OF GIVING 
WASTE MATERIAL A NEW LIFE.

STAINLESS STEEL AISI 316LSTAINLESS STEEL AISI 316L
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GRIP IN 
POWDER COATED ALUMINUM

UPPER GRIP MADE IN 
POWDER COATED ALUMINUM
STANDARD BLACK

LOWER GRIP MADE IN 
POWDER COATED ALUMINUM
STANDARD BLACK

“PUSH” WORDING 
OPTION AVAILABLE FOR 
UPPER ALUMINUM GRIP
ITEM KLO.SLA.PUSH.00

PULL MADE IN 
STAINLESS STEEL
STANDARD SATIN

ITEM
KLO.SLA.99RU.44

PUSH COUPLER MADE IN 
ECONYL® REGENERATED NYLON 
STANDARD BLACK

ACTIVATION 
AREA
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“PUSH” WORDING 
OPTION AVAILABLE FOR 
UPPER LEATHER WRAPPED  
ALUMINUM GRIP 
ITEM KLO.SLL.PUSH.00

ITEM
KLO.SLL.99RU.44

GRIP IN 
LEATHER WRAPPED ALUMINUM

UPPER GRIP MADE IN
LEATHER WRAPPED ALUMINUM 
STANDARD BLACK

LOWER GRIP MADE IN
LEATHER WRAPPED ALUMINUM 
STANDARD BLACK

PULL MADE IN 
STAINLESS STEEL
STANDARD SATIN

PUSH COUPLER MADE IN 
ECONYL® REGENERATED NYLON 
STANDARD BLACK

ACTIVATION 
AREA

LEATHER

MAINTENANCE

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

31 4
SOAP

2

MATERIALS AND FINISHING

Certification leather PF:

Genuine leather is an extremely durable material offering high elasticity, softness and lightness. This fine, natural material may display marks 
and variations such as lines and wrinkles, and color differences, all signatures that enhance its beauty and excellence.

STANDARD FINISHES

LEATHER FROM ITALY FULL CYCLE 
(UNI EN 16484)

CARBON FOOTPRINT OF PRODUCT
(ISO 14067: 2018)

.4H Black PF - Satin stainless steel

.3H Black PF - Bright stainless steel
.4P Brown PF - Satin stainless steel
.3P Brown PF - Bright stainless steel
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PULL: AVAILABLE FINISH OPTIONS

STAINLESS STEEL POWDER COATED

STAINLESS STEEL AISI 316L

Black Ral 9005 Matt

Satin .44

.XX

.43

.40

.26

.31

.32

.38

.39

.36

.56

.41

.55

Black Ral 9005 Glossy

White Ral 9010

Grey

Champagne

Bronze

Architectural Bronze

Medium Bronze

Silver

Gold

Bright

FINISH CODE
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ACTIVATION AREA: AVAILABLE FINISH OPTIONS

ALUMINUM POWDER COATED

LEATHER

GRIPS MADE IN LEATHER WRAPPED ALUMINUM

GRIPS MADE IN POWDER COATED ALUMINUM

Black PF

Black

PUSH COUPLER

LEATHER

MAINTENANCE

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

31 4
SOAP

2

MATERIALS AND FINISHING

Certification leather PF:

Genuine leather is an extremely durable material offering high elasticity, softness and lightness. This fine, natural material may display marks 
and variations such as lines and wrinkles, and color differences, all signatures that enhance its beauty and excellence.

STANDARD FINISHES

LEATHER FROM ITALY FULL CYCLE 
(UNI EN 16484)

CARBON FOOTPRINT OF PRODUCT
(ISO 14067: 2018)

.4H Black PF - Satin stainless steel

.3H Black PF - Bright stainless steel
.4P Brown PF - Satin stainless steel
.3P Brown PF - Bright stainless steel

LEATHER

MAINTENANCE

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

31 4
SOAP

2

MATERIALS AND FINISHING

Certification leather PF:

Genuine leather is an extremely durable material offering high elasticity, softness and lightness. This fine, natural material may display marks 
and variations such as lines and wrinkles, and color differences, all signatures that enhance its beauty and excellence.

STANDARD FINISHES

LEATHER FROM ITALY FULL CYCLE 
(UNI EN 16484)

CARBON FOOTPRINT OF PRODUCT
(ISO 14067: 2018)

.4H Black PF - Satin stainless steel

.3H Black PF - Bright stainless steel
.4P Brown PF - Satin stainless steel
.3P Brown PF - Bright stainless steel

Other colors on request

Other colors on request

Other colors on request

Black Ral 9005 Matt

.26

.40

7160

7040

7130

7761

7750

7230

7030

7250 7050

7080

7280

7735 7200 7767 7020 7732 7210 7734 7000 7010 7220

7757 7290 7090 7170 7100 7759 7120 7300 7310

7240 7766 7744 7736 7739 7140 7738 7070 7764

7748 7260 7060 7270 7763 7733 7737 7110 7150

7150

.31 .32 .38 .39 .36 .56 .41 .55
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pba FOR LEED® CERTIFICATION
OUR CONTRIBUTION TO THE EFFICIENCY AND SUSTAINABILITY OF BUILDINGS

pba PRODUCTS CONTRIBUTE TOWARD SATISFYING PREREQUISITES AND 
CREDITS UNDER LEED®.

LEED® (LEADERSHIP IN ENERGY ENVIRONMENTAL 
DESIGN) IS A VOLUNTARY CERTIFICATION SYSTEM 
FOR THE MANAGEMENT, DESIGN AND CONSTRUCTION 
OF BUILDINGS THAT ARE SUSTAINABLE FROM A 
SOCIAL, ENVIRONMENTAL AND ECONOMIC POINT OF 
VIEW AND IN TERMS OF THE WELLBEING OF THE 
USERS.

INTEGRATED PROCESS

MATERIALS AND RESOURCES

INDOOR ENVIRONMENTAL QUALITY

INNOVATION

IP

MR

EQ

IN

LEADERSHIP IN ENERGY ENVIRONMENTAL DESIGNLEED®
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DECLARE LABEL 
OUR DECLARE “RED LIST FREE” PRODUCTS FOR SUSTAINABLE BUILDINGS

THE DECLARE LABEL LISTS THE MATERIALS IN 
A PRODUCT TO DISCLOSE WHAT THEY ARE MADE 
OF, WHERE THEY ARE PRODUCED AND HOW THEY 
WILL BE DISPOSED OF. THIS LABEL IS A CALL 
FOR RESPONSIBILITY TO PRODUCERS AND USERS 
ALIKE.
THE DECLARE LABEL IS A GUIDE TO SELECT 
PRODUCTS, PROVIDES INFORMATION IN A 
SIMPLE AND TRANSPARENT WAY AND RISES ABOVE 
GREENWASHING.
DECLARE TAKES COMPLEX CHEMICAL ANALYSIS AND 
RAW MATERIAL SOURCE LOCATION INFORMATION 
TO ESTABLISH THAT PRODUCTS ARE FREE FROM 
HAZARDOUS CHEMICALS. ALL DECLARE LABEL OF 
pba PRODUCTS ARE RED LIST FREE.
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SINGLE-MOTION UNLATCHING DOOR PULL

FOR SWING DOORS

S I N G L E

M O T I O N

UNLATCHES AND OPENS DOOR 
WITH A SINGLE MOVEMENT 
USING THE ACTIVATION AREA 
(PUSH COUPLER AND GRIPS).

THE ACTIVATION AREA (PUSH 
COUPLER AND GRIPS) IS 
OPERATED BY A FORCE 
LOWER THAN 5 LBF (22 N) 
UNTIL THE LOCKING LATCH 
CLEARS THE STRIKE (ADA 
309.4 – OPERABLE PARTS).

A D A
< 5 lbf
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SINGLE-MOTION UNLATCHING DOOR  PULL
F O R  S W I N G  D O O R  -  P U S H

S I N G L E

M O T I O N

A D A
< 5 lbf
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PAIRED WITH TOP STRIKE WITH ROLLER
INSIDE CLOSE THE DOOR TO LOCK

OUTSIDE CLOSE THE DOOR TO LOCK

PULL

CLOSE THE DOOR BY PULLING 
THE HANDLE TO ENGAGE THE TOP 
STRIKE

CLOSE THE DOOR BY PUSHING 
THE HANDLE TO ENGAGE 
THE TOP STRIKE

PUSH

STRIKE

LATCH

STRIKE

LATCH

SPRING LOADED LATCH ENGAGES 
AUTOMATICALLY UPWARD INTO THE 
TOP STRIKE

SPRING LOADED LATCH ENGAGES 
AUTOMATICALLY UPWARD INTO THE 
TOP STRIKE

INSIDE UNLOCK AND OPEN DOOR VIA ACTIVATION AREA

OUTSIDE USE KEY TO UNLOCK AND PULL THE HANDLE
                       TO OPEN THE DOOR

PUSH

OPEN THE DOOR BY PUSHING 
ACTIVATION AREA TO DISENGAGE 
THE TOP STRIKE

TOP STRIKE IS DISENGAGED.

THE TOP STRIKE WILL STAY 
DISENGAGED UNTIL THE KEY
IS ROTATED BACK

OPEN THE DOOR  BY PULLING 
THE HANDLE

PULL

LATCH

STRIKE

TOP STRIKE IS DISENGAGED

LATCH

STRIKE

NOTE: THE USE OF THE TOP STRIKE WITH ROLLERS PROVIDED BY PBA IS MANDATORY.
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INSIDE UNLOCK AND OPEN DOOR VIA ACTIVATION AREA

PUSH

OPEN THE DOOR BY PUSHING 
ACTIVATION AREA TO DISENGAGE 
THE TOP STRIKE

WHEN INSTALLED IN COMBINATION WITH AN ELECTRIC STRIKE THE ACTIONS NEEDED:
•  TO OPEN / CLOSE THE DOOR FROM INSIDE
•  TO OPEN / CLOSE THE DOOR USING THE KEY FROM OUTSIDE 
ARE THE SAME NEEDED FOR THE USE WITH STRIKE WITH ROLLER AS SHOWN IN THE PREVIOUS PAGE.

TOP STRIKE IS DISENGAGED

PAIRED WITH TOP ELECTRIC STRIKE

OPEN THE DOOR  BY PULLING THE HANDLE AFTER SWIPE CARD OR USE KEYPAD

THE ELECTRIC STRIKE
IS RELEASED

OUTSIDE UNLOCK AND OPEN DOOR

PULL

LATCH

STRIKE

STRIKE

LATCH

NOTE: A COMPATIBLE ELECTRIC STRIKE (NOT PROVIDED BY PBA) HAS TO BE USED INSTEAD OF PBA’S STANDARD STRIKE WITH ROLLER. PLEASE 
REFER TO COMPATIBILITY CHART OR CONTACT PBA.
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WHEN INSTALLED IN COMBINATION WITH AN ELECTRIC STRIKE THE ACTIONS NEEDED:
•  TO OPEN / CLOSE THE DOOR FROM INSIDE
•  TO OPEN / CLOSE THE DOOR USING THE KEY FROM OUTSIDE 
ARE THE SAME NEEDED FOR THE USE WITH STRIKE WITH ROLLER AS SHOWN IN THE PREVIOUS PAGE.

RIM CYLINDER
WITH IC

INCLUDED:
PUSH COUPLER

LATCH

CYLINDER NOT INCLUDED

ALL DIMENSIONS IN THE CATALOG DRAWINGS ARE APPROXIMATIONS. 
REQUEST THE APPROPRIATE TECHNICAL DRAWING BEFORE DOOR 
PREPARATION AND INSTALLATION.

THESE PRODUCTS CONTRIBUTE TO LEED ® CREDITS

COMBINED NON 
LOCKING

ITEM
KLO.0G2.99RU 

INCLUDED:
TOP STRIKE 
WITH ROLLER

SUITABLE FOR USE 
WITH ELECTRIC STRIKE.
PROVIDED BY OTHERS

BRAND OF COMPATIBLE RIM CYLINDER:

-  ARROW	                         -  BEST
-  CORBIN RUSSWIN                -  KABAILCO
-  MEDECO	                         -  SARGENT
-  SCHLAGE	                         -  YALE

SPACERS FOR DOUBLE GLAZED DOOR
KLO.KIT.9RU2

 

SINGLE-MOTION UNLATCHING DOOR PULL
FOR SWING DOOR - PUSH

SWING - PUSH

Powder Coated Aluminum Grips

Econyl® Push Coupler

ADA
< 5 lbf

THE MANUFACTURER RESERVES THE RIGHT TO ALTER, IMPROVE 
AND DISCONTINUE ANY FEATURES OF THE PRODUCT [MAKE 
CHANGES AND IMPROVEMENTS IN DESIGNS AND DIMENSIONS] 
WITHOUT NOTICE.

INSIDE

CORRIDOR SIDE VIEW

Ø

D 

A

E

C

B

EDGE COMPONENT:
BLACK FOR DARK COLOR POWDER
GREY FOR LIGHT COLOR POWDER AND STAINLESS STEEL

Activation 
area

PAIR

“PUSH” WORDING: 
OPTION AVAILABLE FOR UPPER ALUMINUM GRIP
ADD ITEM KLO.SLA.PUSH.00

(MIN 11/16” - MAX 10”)

12,5 mm
31/64”

35 mm
1 3/8”

304,80 mm
12”

96,80 mm
3 13/16”

78,50 mm
3 3/32”

POWDER COATED 
ALUMINUM GRIPS

RIM CYLINDER

MAX 48”

ITEM A B C D E Ø

PAIR KLO.SLA.99RU. xx custom custom 80  mm
3  1/8”

custom 152,40 mm
6”

35  mm
1  3/8”

TOP
LOCKING

.XX = FINISH CODE
   
.44

.43

.40

.26

.31

.32

.38

.39

.36

.56

.41

.55

STANDARD FINISH CODE:
- SATIN STAINLESS STEEL PULL (ANSI/BHMA 630 - USD32D) 
- BLACK POWDER COATED ALUMINUM GRIPS
- BLACK ECONYL® REGENERATED NYLON PUSH COUPLER

BRIGHT STAINLESS STEEL (ANSI/BHMA 629 - USD32)

STAINLESS STEEL POWDER COATED
BLACK RAL 9005 MATT 
BLACK RAL 9005 GLOSSY
WHITE RAL 9010
GREY
CHAMPAGNE
BRONZE 
ARCHITECTURAL BRONZE
MEDIUM BRONZE
SILVER
GOLD

PULL: OTHER AVAILABLE OPTIONS

ACTIVATION AREA: OTHER AVAILABLE OPTIONS see page 8

ON REQUEST:
CUSTOM BRACKETES
FOR INSTALLATION
OF TOP STRIKE
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RIM CYLINDER
WITH IC

RIM CYLINDER

INCLUDED:
PUSH COUPLER

CYLINDER NOT INCLUDED

ITEM A B C D E Ø

PAIR KLO.SLL.99RU. xx custom custom 80  mm
3  1/8”

custom 152,40 mm
6”

35  mm
1  3/8”

TOP
LOCKING

SINGLE-MOTION UNLATCHING DOOR PULL
FOR SWING DOOR - PUSH

SWING - PUSH

ADA
< 5 lbf

INSIDE

CORRIDOR SIDE VIEW

LATCH
12,5 mm
31/64”

Econyl® Push Coupler

Ø

D 

A

E

C

B

PAIR

MAX 48”

(MIN 11/16” - MAX 10”)

Leather Wrapped Aluminum Grips

35 mm
1 3/8” LEATHER WRAPPED

ALUMINUM GRIPS

LEATHER

MAINTENANCE

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

31 4
SOAP

2

MATERIALS AND FINISHING

Certification leather PF:

Genuine leather is an extremely durable material offering high elasticity, softness and lightness. This fine, natural material may display marks 
and variations such as lines and wrinkles, and color differences, all signatures that enhance its beauty and excellence.

STANDARD FINISHES

LEATHER FROM ITALY FULL CYCLE 
(UNI EN 16484)

CARBON FOOTPRINT OF PRODUCT
(ISO 14067: 2018)

.4H Black PF - Satin stainless steel

.3H Black PF - Bright stainless steel
.4P Brown PF - Satin stainless steel
.3P Brown PF - Bright stainless steel

Activation 
area

304,80 mm
12”

96,80 mm
3 13/16”

78,50 mm
3 3/32”

INCLUDED:
TOP STRIKE 
WITH ROLLER

SUITABLE FOR USE 
WITH ELECTRIC STRIKE.
PROVIDED BY OTHERS

ON REQUEST:
CUSTOM BRACKETES
FOR INSTALLATION
OF TOP STRIKE

ALL DIMENSIONS IN THE CATALOG DRAWINGS ARE APPROXIMATIONS. 
REQUEST THE APPROPRIATE TECHNICAL DRAWING BEFORE DOOR 
PREPARATION AND INSTALLATION.

THESE PRODUCTS CONTRIBUTE TO LEED ® CREDITS

COMBINED NON 
LOCKING

ITEM
KLO.0G2.99RU 

BRAND OF COMPATIBLE RIM CYLINDER:

-  ARROW	                         -  BEST
-  CORBIN RUSSWIN                -  KABAILCO
-  MEDECO	                         -  SARGENT
-  SCHLAGE	                         -  YALE

SPACERS FOR DOUBLE GLAZED DOOR
KLO.KIT.9RU2

 

THE MANUFACTURER RESERVES THE RIGHT TO ALTER, IMPROVE 
AND DISCONTINUE ANY FEATURES OF THE PRODUCT [MAKE 
CHANGES AND IMPROVEMENTS IN DESIGNS AND DIMENSIONS] 
WITHOUT NOTICE.

EDGE COMPONENT:
BLACK FOR DARK COLOR POWDER
GREY FOR LIGHT COLOR POWDER AND STAINLESS STEEL

“PUSH” WORDING: 
OPTION AVAILABLE FOR UPPER
LEATHER WRAPPED ALUMINUM GRIP
ADD ITEM KLO.SLL.PUSH.00

.XX = FINISH CODE
   
.44

.43

.40

.26

.31

.32

.38

.39

.36

.56

.41

.55

STANDARD FINISH CODE:
- SATIN STAINLESS STEEL PULL (ANSI/BHMA 630 - USD32D)
- BLACK LEATHER WRAPPED ALUMINUM GRIPS
- BLACK ECONYL® REGENERATED NYLON PUSH COUPLER

BRIGHT STAINLESS STEEL (ANSI/BHMA 629 - USD32)

STAINLESS STEEL POWDER COATED
BLACK RAL 9005 MATT
BLACK RAL 9005 GLOSSY
WHITE RAL 9010
GREY
CHAMPAGNE
BRONZE
ARCHITECTURAL BRONZE
MEDIUM BRONZE
SILVER
GOLD

PULL: OTHER AVAILABLE OPTIONS

ACTIVATION AREA: OTHER AVAILABLE OPTIONS see page 8
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RIM CYLINDER
WITH IC

RIM CYLINDER

CYLINDER NOT INCLUDED

ITEM A B C E Ø

PAIR KLO.SLA.99ZU. xx custom custom 80  mm
3  1/8”

152,40 mm
6”

35  mm
1  3/8”

TOP
LOCKING

SINGLE-MOTION UNLATCHING DOOR PULL
FOR SWING DOOR - PUSH

SWING - PUSH

ADA
< 5 lbf

INSIDE

CORRIDOR SIDE VIEW

LATCH

Ø

A

C

B

PAIR

Econyl® Push Coupler

MAX 48”

E

Powder Coated Aluminum Grips

12,5 mm
31/64”

POWDER COATED 
ALUMINUM GRIPS

Activation 
area

35 mm
1 3/8”

304,80 mm
12”

96,80 mm
3 13/16”

78,50 mm
3 3/32”

INCLUDED:
PUSH COUPLER

INCLUDED:
TOP STRIKE 
WITH ROLLER

SUITABLE FOR USE 
WITH ELECTRIC STRIKE.
PROVIDED BY OTHERS

ALL DIMENSIONS IN THE CATALOG DRAWINGS ARE APPROXIMATIONS. 
REQUEST THE APPROPRIATE TECHNICAL DRAWING BEFORE DOOR 
PREPARATION AND INSTALLATION.

THESE PRODUCTS CONTRIBUTE TO LEED ® CREDITS

COMBINED NON 
LOCKING

ITEM
KLO.0G2.99ZU 

BRAND OF COMPATIBLE RIM CYLINDER:

-  ARROW	                         -  BEST
-  CORBIN RUSSWIN                -  KABAILCO
-  MEDECO	                         -  SARGENT
-  SCHLAGE	                         -  YALE

SPACERS FOR DOUBLE GLAZED DOOR
KLO.KIT.9RU2

 

THE MANUFACTURER RESERVES THE RIGHT TO ALTER, IMPROVE 
AND DISCONTINUE ANY FEATURES OF THE PRODUCT [MAKE 
CHANGES AND IMPROVEMENTS IN DESIGNS AND DIMENSIONS] 
WITHOUT NOTICE.

EDGE COMPONENT:
BLACK FOR DARK COLOR POWDER
GREY FOR LIGHT COLOR POWDER AND STAINLESS STEEL

“PUSH” WORDING: 
OPTION AVAILABLE FOR UPPER ALUMINUM GRIP
ADD ITEM KLO.SLA.PUSH.00

.XX = FINISH CODE
   
.44

.43

.40

.26

.31

.32

.38

.39

.36

.56

.41

.55

STANDARD FINISH CODE:
- SATIN STAINLESS STEEL PULL (ANSI/BHMA 630 - USD32D) 
- BLACK POWDER COATED ALUMINUM GRIPS
- BLACK ECONYL® REGENERATED NYLON PUSH COUPLER

BRIGHT STAINLESS STEEL (ANSI/BHMA 629 - USD32)

STAINLESS STEEL POWDER COATED
BLACK RAL 9005 MATT
BLACK RAL 9005 GLOSSY
WHITE RAL 9010
GREY
CHAMPAGNE
BRONZE
ARCHITECTURAL BRONZE
MEDIUM BRONZE
SILVER
GOLD

PULL: OTHER AVAILABLE OPTIONS

ACTIVATION AREA: OTHER AVAILABLE OPTIONS see page 8

ON REQUEST:
CUSTOM BRACKETES
FOR INSTALLATION
OF TOP STRIKE
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RIM CYLINDER
WITH IC

RIM CYLINDER

CYLINDER NOT INCLUDED

ITEM A B C E Ø

PAIR KLO.SLL.99ZU. xx custom custom 80  mm
3  1/8”

152,40 mm
6”

35  mm
1  3/8”

TOP
LOCKING

SINGLE-MOTION UNLATCHING DOOR PULL
FOR SWING DOOR - PUSH

SWING - PUSH

ADA
< 5 lbf

INSIDE

CORRIDOR SIDE VIEW

Ø

A

C

B

PAIR

Econyl® Push Coupler

LATCH

MAX 48”

E

12,5 mm
31/64”

LEATHER

MAINTENANCE

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

31 4
SOAP

2

MATERIALS AND FINISHING

Certification leather PF:

Genuine leather is an extremely durable material offering high elasticity, softness and lightness. This fine, natural material may display marks 
and variations such as lines and wrinkles, and color differences, all signatures that enhance its beauty and excellence.

STANDARD FINISHES

LEATHER FROM ITALY FULL CYCLE 
(UNI EN 16484)

CARBON FOOTPRINT OF PRODUCT
(ISO 14067: 2018)

.4H Black PF - Satin stainless steel

.3H Black PF - Bright stainless steel
.4P Brown PF - Satin stainless steel
.3P Brown PF - Bright stainless steel

35 mm
1 3/8”

Activation 
area

304,80 mm
12”

96,80 mm
3 13/16”

78,50 mm
3 3/32”

INCLUDED:
PUSH COUPLER

INCLUDED:
TOP STRIKE 
WITH ROLLER

ALL DIMENSIONS IN THE CATALOG DRAWINGS ARE APPROXIMATIONS. 
REQUEST THE APPROPRIATE TECHNICAL DRAWING BEFORE DOOR 
PREPARATION AND INSTALLATION.

THESE PRODUCTS CONTRIBUTE TO LEED ® CREDITS

BRAND OF COMPATIBLE RIM CYLINDER:

-  ARROW	                         -  BEST
-  CORBIN RUSSWIN                -  KABAILCO
-  MEDECO	                         -  SARGENT
-  SCHLAGE	                         -  YALE

SPACERS FOR DOUBLE GLAZED DOOR
KLO.KIT.9RU2

 

THE MANUFACTURER RESERVES THE RIGHT TO ALTER, IMPROVE 
AND DISCONTINUE ANY FEATURES OF THE PRODUCT [MAKE 
CHANGES AND IMPROVEMENTS IN DESIGNS AND DIMENSIONS] 
WITHOUT NOTICE.

EDGE COMPONENT:
BLACK FOR DARK COLOR POWDER
GREY FOR LIGHT COLOR POWDER AND STAINLESS STEEL

.XX = FINISH CODE
   
.44

.43

.40

.26

.31

.32

.38

.39

.36

.56

.41

.55

STANDARD FINISH CODE:

STAINLESS STEEL POWDER COATED
BLACK RAL 9005 MATT
BLACK RAL 9005 GLOSSY
WHITE RAL 9010
GREY
CHAMPAGNE
BRONZE
ARCHITECTURAL BRONZE
MEDIUM BRONZE
SILVER
GOLD

PULL: OTHER AVAILABLE OPTIONS

ACTIVATION AREA: OTHER AVAILABLE OPTIONS see page 8

COMBINED NON 
LOCKING

ITEM
KLO.0G2.99ZU 

- SATIN STAINLESS STEEL PULL (ANSI/BHMA 630 - USD32D)
- BLACK LEATHER WRAPPED ALUMINUM GRIPS
- BLACK ECONYL® REGENERATED NYLON PUSH COUPLER

BRIGHT STAINLESS STEEL (ANSI/BHMA 629 - USD32)

“PUSH” WORDING: 
OPTION AVAILABLE FOR UPPER
LEATHER WRAPPED ALUMINUM GRIP
ADD ITEM KLO.SLL.PUSH.00

Leather Wrapped Aluminum Grips

LEATHER WRAPPED
ALUMINUM GRIPS

SUITABLE FOR USE 
WITH ELECTRIC STRIKE.
PROVIDED BY OTHERS

ON REQUEST:
CUSTOM BRACKETES
FOR INSTALLATION
OF TOP STRIKE
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MAINTENANCE

TECHNICAL INFORMATION AND MAINTENANCE

Chemical composition of AISI stainless steel grades

Material - Stainless steel C % Cr % Ni % Mo %

AISI 430 (1.4016 ) 0,12 max 14.0-18.0 / /

AISI 304 (1.4301 ) 0,08 max 18.0-20.0 8.0-10.5 /

AISI 316 (1.4401 ) 0,08 max 16.0-18.0 10.0-14.0 2.00-3.00

AISI 316L (1.4404)* 0,03 max 16.0-18.0 10.0-14.0 2.00-3.00

*Standard Pba

Estimated pit corrosion time – time to penetrate 1 mm (years) by steel type: 

Location - Stainless Steel Marine Semi-industrial Rural

Stainless steel AISI 430 (1.4016) N/A 85 250

Stainless steel AISI 304 (1.4301) 145 135 770

Stainless steel AISI 316 (1.4401) 260 525 1200

Source: The British Stainless Steel Association [BSSA]

The stainless steel AISI 316L is an austenitic alloy. It is distinguished from others inoxidizable steels by the high percentage of molybdenum which gives it a 
special resistance to pitting corrosion and stress corrosion. In this kind of stainless steel, the percentage of nickel is increased to guarantee stability. Further, the 
“L” stands for low carbon and, in fact, the quantity is less than or equal to 0.03%. This feature prolongs the chrome carbide’s precipitation time and avoids the risk 
of intergranular corrosion during the welding process.

   

Hidrocloric acid HydrofluoricMuriatic acid Chlorine water /
Bleaching solution

Neutral PH

HCl HCl HF NaClO

OK

acid

SOAP

1 3 4
SOAP

2

ADA

The Americans with Disabilities Act of 1990 (ADA), including the following amendments, fixes that door and gate hardware shall be 
operable with one hand and shall not require tight grasping, pinching and twisting of the wrist. Moreover a force of maximum 5 pounds 
(22,2 N) is required to operate the hardware. All pba ADA products are designed and produced in compliance of the above requirements.
Final interpretation of ADA compliance is the responsibility of the specifier and should be determined relative to specific project conditions and local codes.

SINGLE-MOTION UNLATCHING DOOR PULL
FOR SWING DOOR - PUSH

MAINTENANCE
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GENERAL CONDITIONS OF SALE

1. AGREEMENT
1.1  The supply of the products shown in this pricelist (“Products”) of 
PBA SpA (“PBA”) shall be governed by these general conditions of sale 
(“General Conditions”).These General Conditions shall apply also to the 
sale of spare parts, when possible.
1.2  The sale agreement of the Products (“Agreement”) is entered into 
force among the parties upon the Client’s receipt of PBA’s order con-
firmation.
These General Conditions shall be deemed as an integral and essential 
part of any Agreement.
1.3  These General Conditions shall be executed by the Client and at-
tached to the first purchase order sent to PBA, it being agreed that they 
shall accordingly apply to any following Agreement.
1.4  These General Conditions shall be deemed as tacitly accepted by the 
Client for any supply of Products, unless expressly rejected in writing by 
the Client by means of notice thereof to be sent to PBA at the latest within 
5 (five) days as of the date of receipt of PBA’s confirmation of the first 
purchase order sent by the Client.
Should the Client expressly reject one or more of these General Con-
ditions within the above term, PBA shall be free to withdraw from the 
relevant Agreement, by means of written communication thereof and 
without any further obligation.
1.5  In no event shall any general conditions of any nature, inserted and/
or specified in the Client’s order forms and/or in other documents sent 
to PBA by the Client, and/or of which the latter was made aware in any 
manner whatsoever, apply to any Agreement and/or to any supply of 
Products. 
Any special term and/or condition of supply suggested by the Client 
shall apply to the Agreement only if expressly contained in PBA’s order 
confirmation.
Any change and/or amendment to these General Conditions shall be 
binding and valid only if accepted in writing by both parties. 
2. PLACE AND TERMS OF DELIVERY OF THE PRODUCTS
2.1  The choice of an Incoterm does not affect the location of the place of 
delivery of the Products which, in any case, shall be deemed as delivered 
to the Client at the place and in the moment in which they are put at 
disposal of the haulier, for the relevant transport, at PBA’s premises in 
Tezze sul Brenta (Vicenza), Italy.
In any case, unless otherwise agreed in writing by the parties, PBA shall 
never be liable for delays accrued during the transportation. 
2.2  The terms of delivery of the Products (i) are specified in PBA’s order 
confirmation, (ii) are approximate and roughly set forth and (iii) in no 
case shall they be construed as of essence.
2.3  In case of delay in the delivery of the Products at PBA’s premises, 
caused by a fortuitous event, force majeure or other causes not depend-
ing on PBA’s willful misconduct and/or gross negligence, the Client shall 
not be entitled to claim any compensation for damages, nor to ask for 
the termination of the Agreement and/or for the reduction of the price 
of the Products.
3. INCOTERMS
Unless otherwise agreed in writing, the Products and the relevant prices 
are to be considered with delivery Ex-works (EXW – Incoterms 2000), 
PBA’s premises in Tezze sul Brenta (VI), Italy or at the different place 
indicated by PBA in the notice Products ready for delivery. 
4. ORDERS – NON STANDARD AND/OR MADE TO MEASURE PRODUCTS
4.1  The purchase orders shall be made in writing and completed with all 
the data required for the relevant design and manufacture.
4.2  When already approved by the Client for the supply of catalogue 
Products, it is agreed that these General Conditions shall also apply to 
the sale orders related to non standard Products, Products out of cata-
logue and/or to be made to measure, if confirmed by PBA. 
4.3  Any delay of the Client in the transmission of data, measures and/
or technical specifications of the Products subject matter of the Agree-
ment may cause a proportional postponement of the delivery terms, to 
be newly determined by PBA on the basis of its industrial needs. 
5. PRICES AND PAYMENTS
5.1  The prices of the Products indicated in this pricelist are merely in-
dicative and can be modified at any time by PBA.
The actual price of the Products is specified in PBA’s order confirmation 
and, unless otherwise specified, it is deemed as net of VAT.
Any change and/or modification of the Products, agreed by the parties af-
ter the transmission of PBA’s order confirmation, shall cause the adjust-
ment of the relevant price due to any increase of the costs of production 
and/or of the raw materials, as agreed from time to time by the parties.
5.2  The price of the Products shall be paid by the Client as per the terms 
and ways specified in PBA’s order confirmation, or otherwise agreed by 
the parties.
Any late collection or non collection of the Products shall not cause an 
extension and/or postponement of the terms of payment. 
5.3  PBA shall be entitled to suspend the delivery of the Products should: 
(a) the Client’s assets and/or financial standings endanger the relevant 
payment; (b) the Client fail to timely pay Products previously supplied 
by PBA, also on the basis of other Agreements, until full payment of the 
outstanding credit and/or until receipt of proper guarantees of the Client 
for any delivery in progress, without prejudice to PBA’s right to claim for 
any damages suffered as a consequence thereof.
5.4  In no event shall any vice and/or defect of the Products, even when 
expressly acknowledged as such by PBA, and/or any delay of delivery as 
to the agreed terms give the Client the right to suspend the relevant pay-
ments and/or any other payment for whichever reason due to PBA also 
under other contractual relationships.
5.5  In case of late payments, PBA shall be entitled to charge interests on 
the unpaid amount at the rate provided by the law.
5.6  In no case shall the Client be entitled to set off any amount due to 
PBA in force of any Agreement against any amount due by PBA at any 
title whatsoever.
6. RETENTION OF TITLE
PBA shall be the sole owner of the Products until the date of their full 
payment.

Should the Agreement be terminated due to the Client’s breach of con-
tract, any Client’s advance payment shall be kept by PBA as an indemnity 
within the limits set forth by the law, without prejudice to the latter’s right 
to claim for further damages.
7. WARRANTY
7.1  PBA guarantees that the Products will be free from vices and defects 
in materials and workmanship for a period of 24 (twenty-four) months as 
of the date of the relevant delivery (“Warranty Period”).
7.2  Should the complaints raised by the Client within the Warranty Pe-
riod with reference to the Products be grounded and accepted by PBA, 
the latter shall, at its exclusive discretion, repair and/or replace the defec-
tive Product/s or the defective component/s of the same, with delivery 
Ex-works (EXW Incoterms 2000) PBA’s premises in Tezze sul Brenta 
(VI), Italy.
The warranty obligations herewith undertaken shall be effective and bind-
ing only provided that PBA has the opportunity to verify the vices and/or 
defects raised by the Client.
PBA’s warranty obligation shall be deemed as entirely fulfilled with the 
removal of the vice and/or defect raised by the Client, or with the replace-
ment of the defective Product and/or component, without any further 
obligations.
Unless otherwise agreed in writing by the parties, all the expenses for re-
turning to PBA the defective Products and/or components, as well as all 
the additional expenses related to the operations of repair or replacement 
shall be borne by the Client and shall be at the Client’s risk.
7.3  Subject to the loss of warranty, the Client shall notify in writing, by 
registered letter return receipt requested, any vices and/or defects found 
within and not later than 8 (eight) days as of the date of the actual deliv-
ery of the Products, or, in case of hidden vices or defects, within and not 
later than 8 (eight) days as of the date of the relevant discovery.
7.4  The warranty is expressly excluded for vices and/or defects of the 
Products arising from or consisting in:
(i) any repair, alteration and/or modification not authorized in writing by 
PBA;
(ii) normal wear and tear of the materials or of single components;
(iii) improper use and/or application of the Products;
(iv) defects and/or mistakes in the measures and/or technical specifica-
tions supplied by the Client;
(v) deposit, maintenance and/or cleaning not in compliance with PBA’s 
instructions;
(vi) installation not in compliance with PBA’s instructions and/or carried 
out with non suitable materials;
(vii) any other event for which PBA is not directly liable.
Should the Client fail to regularly pay the agreed price, even if such de-
fault or such delay concerns a single part of the aggregate price of the 
Products, the warranty shall not apply.
7.5  Without prejudice to the compulsory product’s liability law and any 
liability for willful misconduct and/or gross negligence, PBA shall not be 
liable for direct, indirect or incidental damages caused to the Client and 
and/or to third parties as a consequence of the defects of the Products.
The Client shall not be entitled to terminate the Agreement in case of 
vices and/or defects of the Products subject matter of this warranty, 
should PBA timely comply with the relevant obligations.
7.6  The Products made of wood, pvc, rubber, rolled sections and/or of 
other natural materials shall be of a quality equal, within the limits of 
a reasonable similarity, to the relevant samples examined by the Client 
before the execution of the Agreement.
In no case shall therefore the samples of the Products examined by the 
Client be qualified as the exclusive standard for the exterior appearance 
of the Products.
Without prejudice to the warranty regulated by this clause 7, any chro-
matic and/or aesthetic difference (nervation of the wood, intensity of the 
colour shades, etc.) of the delivered Products compared to the charac-
teristics of the relevant samples examined by the Client, shall not entitle 
the latter to terminate the Agreement and/or to ask for the replacement of 
the Products or for the reduction of the price.
7.7  In no event shall the chromatic differences between Products of the 
same type and/or colour, delivered with different lots and/or in different 
moments, be qualified as vices and/or defects of the Products, nor shall 
the Client be entitled to claim their replacement and/or the reduction of 
the relevant price as a consequence thereof.

SINGLE-MOTION UNLOCKING DOOR PULL

8.  MISPRINTS AND PRINTING ERRORS
�e are not re��on�i��e �or an� �i��rint or �rintin� error in �ata�o�� or �ri�e 
�i�t�� ��� i�a�e� an� �i�e� are not �in�in�� �o�ifi�ation� are re�er�e�� 
�e�i�n �o�ifi�ation� are re�er�e� to te��ni�a��� en�an�e �ro���t�

9.  EXCLUSIVE COURT
��� �i���te� ari�in� o�t o� or re�atin� to t�e�e �enera� �on�ition�� an� 
��ree�ent an��or to t�e ������ o� �ro���t� ��a�� �e e�����i�e�-� ����it 
te� to an� �ett�e� �� t�e �o�rt o� �i�en�a� �ta��.
��� ��a�� in an� �a�e �e entit�e�� at it� e�����i�e �i��retion� to in�tit�te 
�e�a� �ro�ee�in�� a�ain�t t�e ��ient �e�ore t�e �o�rt o� t�e ��a�e ��ere 
t�e ��ient �a� it� re�i�tere� o� i�e�

10. APPLICABLE LAW
��e�e �enera� �on�ition� o� �a�e an� an� ��ree�ent ��a�� �e �o�erne� 
�� �ta�ian �a�.
��o��� t�e ��ient �e a �orei�n entit� or in an� �a�e an entit� �a�in� t�e 
re�i�tere� o� i�e or t�e �ain ��a�e o� ���ine�� a�roa�� t�e �ontra�t� 
re�ate� to t�e ������ o� t�e �ro���t� ��a�� in an� �a�e �e re���ate� �� 
t�e �nite� �ation� �on�ention on t�e �nternationa� �a�e o� �oo�� ��ien 
�on�ention� ��ri� ��� �����
11. WAIVER
�ai��re �� ��� to en�or�e at an� ti�e t�e �ro�i�ion� o� t�e�e �enera� 
�on�ition� ��a�� not �e �on�tr�e� a� a �ai�er o� ���� �ro�i�ion or o� t�e 
ri��t to t�erea�ter en�or�e ea�� an� e�er� �ro�i�ion �erein�
12. LANGUAGE
��e ��ient e�e��te� t�e�e �enera� �on�ition� in �ta�ian an� in �n��i��� it 
�ein� a�ree� t�at ��o��� an� �on�i�t or in�on�i�ten�� ari�e a�on� t�e 
t�o �er�ion�� the �ta�ian �or�in� ��a�� a��a�� �re�ai��

SINGLE-MOTION UNLATCHING DOOR PULL
FOR SWING DOOR - PUSH
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pba USA, Inc.   171 Madison Avenue,   Suite  1008   New York,   NY 10016
United States   Tel.  +1  212 255 4605    office@pba-usa.us    www.pba.it

pba S.p.A.   Via Enrico Fermi, 1   36056   Tezze sul Brenta   (Vicenza)   Italia
Tel.  +39  0424  5451     Fax  +39 0424 545222      info@pba.it     www.pba.it
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